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High-performance rolls for 
hot rolling mills
Wide variety of standard 
grades
Available for nearly every 
rolling application
Excellent surface finish of the 
rolled product
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* rolls for reinforcing bar, dogbone and slit pass
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J8 coarse   8,00    -    -  14,70 1220 88,3 2800

J10 coarse 10,00    -    - 14,50 1130 87,2 2800

J13 coarse 13,00    -    - 14,20 1020 85,8 2900

J15 coarse 15,00    -    - 14,00   990 85,7 3100

J20 coarse 20,00    -    - 13,55   850 83,8 3000

J25 coarse 25,00    -    - 13,10   750 82,7 3000

J30 coarse 30,00    -    - 12,70   675 81,7 2900

E30 medium 30,00    -    - 12,70   750 82,7 2900

P10 coarse   4,50   5,00 0,50 14,52 1150 87,7 2900

P15 coarse   6,80   7,50 0,80 13,90   875 84,1 3100

P20 coarse   9,20 10,60 1,20 13,45   820 83,4 3100

P25 coarse 11,00 12,60 1,40 13,05   700 81,9 3000

P30 coarse 14,00 15,00 1,50 12,65   605 80,8 2900

Designation        WC         Co         Ni        Cr     Density    Hardness     Hardness      TRS     

      sintered         in %        in %       in %         ISO B

     grain size        g/cm         Hv       HRA       MPa

         ± 0,2       ± 0,2       ± 0,2          ± 0,1        ± 50      ± 0,3
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Grade recommendations for Mill Rolls

Today’s hot rolling processes require optimum and reliable products and 
components throughout the mill train.

Under the brand name KAFIX TC ROLL RINGS we offer you a wide vari-
ety of standard grades to satisfy almost every application request. Special 
non-standard grades are also available.

KAFIX TC ROLL RINGS are available in standard block sizes and 
up to a diameter of 650mm (25,6”), either ground but without grooves 
or ready-to-use, with grooves.

More details about our products are available from our representatives 
or directly from KARK.


